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Operating instructions
License Agreement
Usage of the computer programs and related documentations for "AVI Convert Tool" (Here
in after referred to as "the Software") is granted upon the condition that you comply with
the following terms and conditions. By using the Software, you are assumed to have read
and consented to the terms of this license agreement. If you do not agree with the terms
of this license agreement, you are not allowed to use the Software.
The Software is provided to the customer free of charge.

License
The customer is allowed to install the Software in the customer’s personal computer
and use it. However, copyright for the Software belongs to the manufacturer
(Hereinafter called "Owner") and shall not be transferred to the customer.

Restrictions
The customer may not take any of following actions, otherwise the Software License Agre
ement will be terminated immediately:
(1) Copy, modify or otherwise duplicate the whole or a part of the Software without the
Owner's permission;
(2) Decompile or modify using reverse engineering, disassemble, or otherwise reprogram
the Software;
(3) Distribute, sell, sublease or lease the Software to third parties;
(4) Transfer ownership of the Software License Agreement without permission of the
Owner

Disclaimer
(1) The Owner makes no warranty or representations that the Software will run
uninterrupted or is error free.
(2) The Owner shall not guarantee that the functions and performance of the Software
will meet the requirements of the customer.
(3) The Owner shall not be responsible for losses sustained by the customer or the
recovery of damages incurred by a third party, or any other cost incurred in using the
Software.
The customer shall be very careful and shall take appropriate measures when using the
Software, to ensure that such use does NOT violate any privacy or copyright laws when
dealing with movies (voices).

Change of
Specifications

The specifications or design of the software and the contents of the instruction
manual may be changed without notice by the Owner.
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Introduction
This software is used to convert IKEGAMI's network camera/network encoder's JPEG2000 format
movie files saved in the PC to an AVI file, the Windows standard movie file format.

Features
(1) From JPEG2000 to AVI file
You can convert JPEG2000 files saved on a PC to AVI files.
(2) Compression format
The Software is compatible with a wide variety of compression formats.

Operating Environment
The operating environment for software installation is as follows:
- CPU: Intel Pentium® 4 2.0 GHz or more
- Memory: 256 MB or more (512 MB or more recommended)
- Operating System
Microsoft® Windows® XP® Operating System
- Browser: Microsoft ® Internet Explorer® 6.0
Intel and Pentium are trademarks or registered trademarks of Intel Corporation or its subsidiaries in the
United States and other countries.
Microsoft, Windows, and Internet Explorer are trademarks or registered trademarks of Microsoft
Corporation or its subsidiaries in the United States and other countries.
In this manual, Microsoft product screen shot(s) reprinted with permission from Microsoft Corporation.
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Basic Procedures (1)
This section provides some basic instructions on how to use the "AVI Convert Tool."

1. Starting up
Double click on the "Avi Convert Tool" icon on the Windows desktop.
As an alternative method, Select [Start] -> [All Programs] -> [Ikegami] -> [AVI Convert Tool] and double
click on the [AVI Convert Tool].

2. List Display window
After starting up the Software, the AVI Convert Tool window list is displayed. The screenshot for the
window is shown below:
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Basic Procedures (2)
3. File Search
By using the search function you can generate a list that shows which folder contains saved JPEG2000
image data.
Select [File] -> [Search files...] from the menu to navigate to the folder from which to execute the search.
When specifying the folder, the larger the total size of the files under the folder, the longer it takes to
search and generate the list. It is recommended that you narrow down the folder selection as much as
possible.
The JPEG2000 images are saved in the "Monitoring" folder on the desktop.

Select the folder and click on the “OK" button.
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Basic Procedures (3)
When the search is complete, the results will be listed as shown below.

4. AVI convert
You can convert multiple JPEG2000 files at the same time by selecting multiple files that you want to
convert. Click on the corresponding checkbox for each file, and click on the [Convert] button. Clicking
on the "Act" header toggles between all selected and unselected status.
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Basic Procedures (4)
When the [Conversion Confirmation] dialog box is displayed, click on the “OK" button.

The following box is displayed when the conversion is in progress.
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Basic Procedures (5)
5. AVI playback
The movie files are saved as AVI files in the specified JPEG2000 folder. By selecting and double
clicking on an AVI file, playback of the file starts using Windows Media Player or other movie playback
software.
To open the folder where the AVI files are saved, right click on the list and click on "Open the Folder".
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Handy function－Compressor Settings
This section provides settings to set up a compression method to be used for movie conversion. The
compression codecs installed in your PC will be displayed in the list. The default value is [Full Frames
(Uncompressed)].

Select a Compressor in the Convert Settings window and click on the “OK" button.

For information on how to install compression codecs, please refer to FAQ pages.
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Handy function－Output Settings (1)
In the Output Settings window, you can set up a wide range of parameters that are used during movie
conversion.
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Handy function－Output Settings (2)
By clicking on the checkboxes in the Output Settings window, the following settings can be defined.

[Make Real-time video]
: Specifies whether Real-time video is created based on the JPEG2000 image's timeline. If the
checkbox is turned off, the JPEG2000 image file's frames are compressed into consecutive frames.
Example: For NTSC
When converting a JPEG2000 image with a frame rate of 5
Relationship between time (seconds) and image of saved image:
Sec.

0.000 0.033 0.067 0.100 0.133 0.167 0.200 0.233 0.267 0.300 0.333 0.367 0.400 0.433
Image 1

Image 2

Image 3

Movie when making Real-time video
Sec.

0.000 0.033 0.067 0.100 0.133 0.167 0.200 0.233 0.267 0.300 0.333 0.367 0.400 0.433
Image 1 Image 1 Image 1 Image 1 Image 1 Image 1 Image 2 Image 2 Image 2 Image 2 Image 2 Image 2 Image 3 Image 3

When not making Real-time video
Sec.

0.000 0.033 0.067 0.100 0.133 0.167 0.200 0.233 0.267 0.300 0.333 0.367 0.400 0.433

秒
Image 1 Image 2 Image 3

[Display the caution (Alarm, Motion Detection Frame]
: Defines whether a caution display is used during an alarm status and in frames where motion is
detected.
[Display Time and Status]
: Defines whether the time and status are displayed on the screen.
[Time and Status Display Position]
: Defines the screen position for time and status display.
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Handy function－Output Settings (3)
Example: For PAL
When converting a JPEG2000 image with frame rate of 5:
Relationship between time (seconds) and image of saved image
Sec.

0.000 0.040 0.080 0.120 0.160 0.200 0.240 0.280 0.320 0.360 0.400 0.440 0.480 0.520
Image 1

Image 2

Image 3

Movie when making Real-time video
Sec.

0.000 0.040 0.080 0.120 0.160 0.200 0.240 0.280 0.320 0.360 0.400 0.440 0.480 0.520
Image 1 Image 1 Image 1 Image 1 Image 1 Image 2 Image 2 Image 2 Image 2 Image 2 Image 3 Image 2 Image 3 Image 3

When not making Real-time video
Sec.

0.000 0.040 0.080 0.120 0.160 0.200 0.240 0.280 0.320 0.360 0.400 0.440 0.480 0.520

秒
Image 1 Image 2 Image 3

[Display the caution (Alarm, Motion Detection Frame]
: Defines whether a caution display is used during an alarm status and in frames where motion is
detected.
[Display Time and Status]
: Defines whether the time and status is displayed on screen.
[Time and Status Display Position]
: Define the screen position for time and status display.
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Handy function－Sort Function
In the list window, the results can be sorted based on File Name, Folder, Title, Date or Result. To sort
the search results on the list, click on the title of the item on which you want to base the sorting.

By clicking one of the titles, the list will be sorted based on the clicked title.
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Handy function－Opening a file (1)
There are two methods to select the movie file to be converted: the first is to start with a file search, and
the second is to specify the file individually. This section describes how to specify the index file (*.idx)
from its folder. Index files contain administration data created when a JPEG2000 image is saved to PC.
Select [File] from the menu, then click on [Open file...].

Select the [Monitoring] folder located under the desktop location.
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Handy function－Opening a file (2)
Folders are created under [Monitoring] folder named after the title of your network camera or network
encoder. If there are no files set, the [Record] folder, [Alarm] folder, or [Auto-Alarm] folder will be
created under the [Monitoring] folder.

15

Handy function－Opening a file (3)
In the [Alarm] folder, will be saved the images where an alarm occurred. In the [Record] folder, will be
saved the images that were recorded manually using "record" and "start" via the browser. Select the
folder that contains the images from which you want to create a movie.

Select the folder using the date.
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Handy function－Opening a file (4)
Select the folder using the time.

Select the index file after it is displayed.
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Handy function－Opening a file (5)
Click on the [Open] button. The [Conversion Confirmation] dialog box will be displayed.
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Handy function－Opening file (6)
When the [Conversion Confirmation] dialog box is displayed, click on the “OK" button.

The following box is displayed when the conversion is in progress.

When the movie conversion is completed successfully, the [Conversion Result] dialog box is displayed.
Left click on the [OK] button. The movie file will be created in the folder where the JPEG2000 images
are saved.
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Help－About
To display the version information, from the [Help] button on the menu, click on the [About...].
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Help－Instruction manual display
To display this document, select [Help...] from the [Help] button from the menu. Since the manual file is
in a PDF format, a PDF reader should be installed in your computer.
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FAQ
Q1.
Where in the PC are the network camera or network encoder's JPEG 2000 images saved?
A1.
They are saved in the following folders in your PC:
- If the camera title is configured in your network camera or network encoder:
Manual record
"Documents and Settings¥[your PC login name]¥Desktop¥Monitoring¥[your camera's
title]¥Record"
Alarm records
"Documents and Settings¥[your PC login name]¥Desktop¥Monitoring¥[your camera's
title]¥Alarm"
Automatic alarm records
"Documents and Settings¥[your PC login name]¥Desktop¥Monitoring¥[your camera's
title]¥Auto-Alarm"
- If the camera title is NOT configured in your network camera or network encoder:
Manual record
"Documents and Settings¥[your PC login name]¥Desktop¥Monitoring¥Record"
Alarm records
"Documents and Settings¥[your PC login name]¥Desktop¥Monitoring¥Alarm"
Automatic alarm records
"Documents and Settings¥[your PC login name]¥Desktop¥Monitoring¥Auto-Alarm"
Q2.
Where will the AVI files created after conversion be saved?
A2.
They will be saved in the same folder where the JPEG2000 images are saved.
Q3.
What will be the name of the AVI file created after conversion?
A3.
It will be have the same file name as the index file but with the .avi extension.
Index file yyyymmdd_HHMMSS_sss.idx
yyyy: year 2001-2099
mm: month 1-12
dd: day 1-31
HH: hour 00-23
MM: minites 00-59
SS: Seconds 00-59
sss: seconds to the third place decimal point 000-999
Q4.
Which are the recommended Operating Systems for a PC?
A4.
Microsoft® Windows® XP® Operating System Service Pack1
Microsoft® Windows® XP® Operating System Service Pack2
Q5.
What is the recommended CPU speed for a PC?
A5.
Intel Pentium® 4 2.0 GHz, RAM 256MB (512 MB or more are recommended)
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FAQ
Q6.
Where can I obtain and install compression codecs?
A6.
Compression codecs are available for downloading from the following sites:
Windows Media Tool (File name: wmtools.exe))
Download page
http://www.microsoft.com/japan/windows/windowsmedia/download/tool41.aspx
Some compression codecs might not be used with this software.
Q7.
The file was compressed with Microsoft MPEG-4 Video Codec V3, but playback is not available.
A7.
MIcrosoft MPEG-4 Video Codec V3 can't be used with this software.
Q8.
Pal image was compressed with Microsoft MPEG-4 Video Codec V1, but was the playback i
mage collapses.
A8.
Please set to "Option Keyframe every 0 seconds" by "Configure" of "Conversion Settings".
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